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This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

Kitemark™ Certificate

This is to certify that: Global Castings Pvt. Ltd.
Swastik Building
1 Sardar Sankar Road
Kolkata
West Bengal
700 026
India

Holds Certificate Number: KM 596031

In respect of:

BS EN 124-2:2015 and BS EN 124:1994
Gully tops and manhole tops for vehicular and pedestrian areas

This issues the right and licence to use the Kitemark in accordance with the Kitemark Terms and Conditions
governing the use of the Kitemark, as may be updated from time to time by BSI Assurance UK Ltd (the "Conditions").
All defined terms in this Certificate shall have the same meaning as in the Conditions.

The use of the Kitemark is authorized in respect of the Product(s) detailed on this Certificate provided at or from the
above address.
 

For and on behalf of BSI: Frank Lee, Product Certification Technical and Compliance Director
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class B125

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Rectangular Cover & Frame
SAX-012 GCPL - 232 750 x 600 50

Hinged Circular Cover &
Frame GCPL - 112 600 Dia 50

Hinged Circular Cover &
square Frame GCPL - 115 400 Dia 50

DS ST Frame & Cover GCPL – 141 300 x 300 40

DS ST Frame & Cover
(Hicast) GCPL – 395 300 x 300 25

RT DS Frame & Cover GCPL – 195 300 x 300 90

Frame & Cover GCPL – 242 450 Dia. 30

Frame & Cover GCPL – 246 450 x 450 40

SS RT Frame & Cover GCPL – 368 450 x 450 90

SS Frame & Cover GCPL – 430 450 x 450 30

DS ST Frame & Cover GCPL – 129 450 x 450 40

RT DS Frame & Cover GCPL – 158 450 x 450 90

DS ST GRP Hinge Type
Lockable Frame GCPL – 225 600 Dia. 50

HT GRP ST Cover with
Square Frame GCPL – 321 675 Dia. 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class B125 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

DT GRP Frame & Cover GCPL – 339 600x 450 100

SS RT Frame & Cover GCPL – 367 600 x 600 90

SS ST Frame & Cover GCPL – 135 600 x 600 40

DT GRP Frame & Cover GCPL – 320 600 x 600 100

GRP SS ST Frame & Cover GCPL – 352 600 x 600 40

GRP DS ST Frame & Cover GCPL – 180 600 x 600 50

DS ST Frame & Cover GCPL – 145 600 x 600 40

RT DS Frame & Cover GCPL – 156 600 x 600 90

DT GRP Frame & Cover GCPL – 322 675 x 675 100

DT GRP HT Frame & Cover GCPL – 420 675 x 675 100

GRP DT Frame & Cover GCPL – 265 750 Dia. 100

SS ST Frame & Cover (CYP) GCPL – 386 750 x 450 40

GRP SS ST Frame & Cover GCPL – 202 750 x 600 50

DT GRP Frame & Cover GCPL – 222 750 x 750 100

GRP Frame & Cover GCPL – 232 750 x 600 50

DS ST Frame & Cover GCPL – 249 800 x 800 50
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class B125 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

DS RT Frame & Cover GCPL – 250 800 x 800 90

SS ST GRP Frame & Cover GCPL - 282 750 DIA 75

SS ST GRP Frame & Cover GCPL - 281 600 DIA 50

SS ST GRP Frame & Cover GCPL - 284 750 x 600 75

SS ST Frame & Cover GCPL - 396 300 x 300 25

SS RT Frame & Cover GCPL - 290 750 x 450 100

SS ST Frame & Cover GCPL - 340 600 x 300 50

Class C250

Description Manufacturer’s
code

Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Rectangular Double Seal
Frame & Cover GCPL – 105 600 x 600 40

SS ST Frame & Cover GCPL – 139 300 x 300 40

DS ST Frame & Cover GCPL – 140 300 x 300 40

DT HT GRP Frame & Cover GCPL – 419 450 x 600 50

SS GRP ST HT Lockable
Frame & Cover GCPL – 337 600 Dia. 50

SS Frame & Cover GCPL – 432 600 x 600 45

SS ST Frame & Cover GCPL – 151 600 x 600 40

GRP HT Frame & Cover GCPL – 424 750 Dia. 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class C250 (continued)

Description Manufacturer’s
code

Nominal clear opening
(mm)

Nominal Frame depth
(mm)

ST Frame & Cover GCPL – 426 900 x 450 40

HT Lockable Frame & Cover GCPL - 401 900 Dia 76

Lockable Pull Box Type IV GCPL - 176 450 x 450 70

SS ST GRP Frame & Cover GCPL - 220 600 x 600 40

DS GRP Frame & Cover GCPL - 211 600 x 600 40

SS ST GRP Frame & Cover GCPL - 272 600 Dia 50

SS ST GRP Frame & Cover GCPL - 279 750 x 600 75

SS ST GRP Frame & Cover GCPL - 274 750 Dia 75

SS ST GRP Frame & Cover GCPL - 276 900 Dia 80

Pull Box Type IV GCPL - 361 450 x 450 45

Class D400

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Double Triangular Frame &
Cover GCPL – 100 600 x 600 100

Double Triangular Frame &
Cover GCPL – 101 600 x 600 150

Double Triangular Frame &
Cover GCPL – 102 675 x 675 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class D400 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Double Triangular Frame &
Cover GCPL – 103 675 x 675 150

Double Triangular Cover &
square Frame GCPL – 174 600 x 600 100

Circular Solid Top Hinged
Type Frame & Cover GCPL – 104 600 Dia. 100

Rectangular Cover & Frame
SAX-013 GCPL – 124 750 x 600 100

Quadruple Triangular Cover
& Rectangular Frame GCPL – 121 1200 x 675 100

Rectangular Cover & Frame GCPL – 187 380 x 230 125

Double Triangular Cover &
square Frame GCPL – 116 150 x 150 100

Rectangular Cover & Frame GCPL – 221 995 x 540 100

Quadruple Triangular Cover
& Rectangular Frame GCPL – 213 1220 x 696 160

Six Triangular Cover &
Rectangular Frame GCPL – 214 1830 x 696 160

Hinged Circular Cover &
Frame GCPL – 111 600 Dia 100

Hinged double square
Cover & Rectangular Frame GCPL – 113 1310 x 610 100

Hinged double square
Cover & Rectangular Frame GCPL – 114 915 x 445 100

Cover PIL09/12/PP25
Frame PIL09/12PP23

LOTIS D400
(PIL 01/14PE33) 610 Diameter 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class D400 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Double Triangular Cover &
square Frame GCPL – 119 750 x 750 100

Double Triangular Cover &
square Frame GCPL – 120 750 Diameter 100

Rectangular Cover & Frame GCPL – 136 750 x 600 100

Double Triangular Cover &
square Frame GCPL – 118 675 Dia. 100

SS GRP ST Square Frame &
Circular Cover

GCPL – 390 150 Dia. 100

HT DI Lockable Surface Box GCPL – 166 150 Dia. 200

DT Surface Box GCPL – 117 225 x 225 100

SS GRP ST Square Frame &
Circular Cover

GCPL – 389 300 Dia. 100

DT GRP Frame & Cover GCPL – 394 300 x 300 100

DS ST Frame & Cover GCPL – 142 300 x 300 75

RT DS Frame & Cover GCPL – 196 300 x 300 90

Frame & Cover GCPL – 254 380 x 320 125

DT Surface Box GCPL – 252 445 x 280 100

DS ST Frame & Cover GCPL – 143 450 x 450 75

DT Frame & Cover GCPL – 123 450 x 450 100

RT DS Frame & Cover GCPL – 197 450 x 450 90

DT Frame & Cover GCPL – 152 450 x 600 100

SS Frame & Cover GCPL – 431 435 x 435 75

ST Frame & Cover GCPL 154 600 x 450 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class D400 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

SS ST Frame & Cover GCPL-146 600 x 600 100

DT GRP Frame & Cover
(with 10mm GRP Lip for
Qatar)

GCPL 173 600 x 600 100

DS ST Frame & Cover GCPL-130 600 x 600 100

HT SL Frame & Cover GCPL-434 580 Dia. 30

DS RT Frame & Cover GCPL-157 600 x 600 90

DS ST GRP Hinge Type
Lockable Frame & Cover GCPL 224 600 Dia. 100

SS GRP HT Lockable ST
Square Frame & Circular
Cover

GCPL-341 600 Dia. 100

Double Hinge GRP Frame &
Cover GCPL-428 600 Dia. 100

HT Self Lock Square Frame
& Circular Cover GCPL-344 600 Dia. 100

HT Self Lock Frame &
Cover GCPL-330 600 Dia. 100

ST GRP Square Frame &
Circular Cover GCPL-417 605 Dia. 100

ST GRP Frame & Semi-
Circular Cover GCPL-175 600 Dia. 100

ST GRP Square Frame &
Circular Cover GCPL-416 675 Dia. 100

HT GRP ST Cover with
Square Frame GCPL - 316 675 Dia. 100

DT GRP Frame & Cover GCPL – 159 675 x 675 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class D400 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

DT HT Frame & Cover
(BHN) GCPL – 411 675 x 675 100

DT HT Lockable Frame &
Cover (BHN) GCPL – 418 675 x 675 100

HT Frame & Cover GCPL – 375 750 Dia. 100

SS Frame & Cover GCPL – 433 700 x 700 75

DT Frame & Cover GCPL – 398 750 x 450 100

RT Frame & Cover GCPL – 402 750 x 450 90

DT HT Lockable Frame &
Cover GCPL – 404 750 x 450 100

DT Frame & Cover GCPL – 239 750 x 750 100

DT Frame & Cover GCPL – 240 750 x 750 150

DT HT Frame & Cover GCPL – 405 750 x 900 100

DT Frame & Cover GCPL – 427 750 x 900 100

SS ST Frame & Cover GCPL – 198 800 x 800 100

DS ST Frame & Cover GCPL – 227 800 x 800 100

Hinge Type Lockable Frame
& Cover GCPL – 325 800 Dia. 125

DS RT Frame & Cover GCPL – 251 800 x 800 90

DT GRP Frame & Cover GCPL – 338 900 x 600 100

DT Frame & Cover GCPL – 237 900 x 600 100

DT Frame & Cover GCPL – 238 900 x 600 150

DT GRP Frame & Cover GCPL – 399 900 x 600 100

DT GRP Frame & Cover GCPL – 332 900 x 900 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class D400 (continued)

Description Manufacturer’s
code

Nominal clear opening
(mm)

Nominal Frame
depth (mm)

DS ST Frame & Cover GCPL – 153 900 x 900 100

HT Lockable Multi Cover & Frame GCPL – 324 1000 x 600 100

DS St Frame & Cover GCPL – 226 1000 x 1000 100

DT Cover & Frame GCPL – 296 1000 x 1000 100

ST SS Frame & Cover GCPL – 138 1000 x 1000 100

GRP HT Lockable Multi Cover & Frame GCPL – 327 1200 x 600 100

DT Frame & Cover GCPL-247 1220 x 675 100

DT Frame & Cover GCPL-248 1220 x 675 150

Multi Cover GRP Frame & Cover GCPL-328 1800 x 600 100

HT Self Lock Round Frame & Cover GCPL - 343 600 Dia. 100

HT Lockable Frame & Cover GCPL - 397 900 Dia 75

SS ST GRP Frame & Cover GCPL – 271 600 Dia 75

SS ST GRP Frame & Cover GCPL - 199 600 x 600 80

SS ST GRP Frame & Cover GCPL - 273 750 Dia 75

SS ST GRP Frame & Cover GCPL - 277 750 x 600 75

DS ST GRP Lockable Manhole Frame & Cover GCPL - 212 600 x 600 100

DS ST GRP Lockable Manhole Frame & Cover GCPL - 168 600 x 600 75

SS ST GRP Frame & Cover GCPL - 275 900 Dia 80

SS ST Frame & Cover GCPL - 385 750 x 450 100

DT Hinge type lockable multi cover & Frame GCPL – 388 900 x 600 100

Double triangular cover and square frame GCPL-517-A 750 x 750 100

Double triangular cover and square frame
(Circular opening) GCPL-518-A 750 x 750 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Manhole Tops
Class E600

Description Manufacturer’s
code

Nominal clear opening
(mm)

Nominal Frame depth
(mm)

DS ST Frame & Cover GCPL – 519-A 750 x 750 150

HT Lockable Multi Cover & Frame GCPL – 520-A 750 x 750 150

BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Gully Tops
Class B125

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Frame & Grate GCPL – 366 300 x 300 40

Class C250

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

HT Frame & Grate GCPL – 241 325 x 325 75

Frame & Grate GCPL – 429 696 x 275 35

Heavy Duty Frame & Gully
Cover GCPL - 190 470 x 470 150

Heavy Duty Frame & Gully
Cover GCPL - 201 470 x 470 120

Heavy Duty Frame & Gully
Cover GCPL – 288 470 x 470 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Gully Tops

Class D400

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Double Triangular Grate &
Frame GCPL – 106 440 x 400 100

Grate & Frame GCPL – 107 440 x 380 100

Hinged Grate & Frame GCPL – 108 500 x 350 100

Double Triangular Grate &
Frame GCPL – 109 600 x 600 100

Channel & Grate GCPL  – 110 750 x 300 76.5

Hinged Rectangular Kerb
Gully & Frame GCPL – 122 550 x 400 200

Hinged Square Gully Top &
Frame GCPL – 132 600 x 600 100

Lockable rectangular
Channel & Grate GCPL - 266 600 x 300 100

Double Triangular Gully Top
& Three Flanged
Rectangular Frame

GCPL - 144 450 x 450 100
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Gully Tops
Class D400 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Hinged Rectangular Gully
Top & Three Flanged
Rectangular Frame

GCPL - 183 450 x 450 100

Hinged Rectangular Side
Entry Gully Top &
Rectangular Frame

GCPL - 191 848 x 343 205

Frame & Grate GCPL – 210 300 x 300 75

HT Frame & Grate GCPL – 323 385 x 320 100

Frame & Grate GCPL – 253 400 x 400 100

HT Frame & Grate GCPL – 184 430 x 370 100

HT Frame & Grate (Gully) GCPL – 255 420 x 420 100

HT Frame & Grate GCPL – 231 440 x 400 150

HT Frame & Grate GCPL – 229 450 x 450 100

Frame & Grate
(4 Flange) GCPL – 155 450 x 450 100

Frame & Gully Cover GCPL – 178 532 x 405 205
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BS EN 124-2:2015 - Gully tops & manhole tops for vehicular & pedestrian areas.
Part 2: Gully tops & manhole tops made of cast iron.

Ductile Iron Gully Tops
Class D400 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Frame & Grate GCPL – 413 600 x 350 100

Frame & Grate GCPL – 236 600 x 450 100

DT Grate & 3 Flange Frame GCPL – 217 600 x 600 100

DT Frame & Grate GCPL – 233 600 x 600 100

DT Frame & Grate GCPL – 235 600 x 600 150

HT Frame & Grate (BHN) GCPL – 415 600 x 600 100

DT HT Frame & Grate
(BHN) GCPL – 412 675 x 675 100

Channel & Grate GCPL-207 750 x 150 75

Channel & Grate GCPL-147 750 x 200 75

Channel & Grate GCPL – 267 750 x 250 75

Lockable Channel & Grate GCPL – 437 750 x 400 75

Lockable Channel & Grate GCPL – 203 750 x 500 75

Lockable Frame & Grate GCPL – 204 750 x 600 75

Frame & Gully Cover GCPL – 410 800 x 405 205
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BS EN 124:1994 - Gully tops & manhole tops for vehicular & pedestrian areas.

Ductile Iron Manhole Tops with Galvanised Mild Steel Frames
Class B125

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Covers PIL05/13PP16
Frame PIL05/13PP11

LOT B 125 OPTIMAX
(PIL 10/13 PE24)

428 x 248 50 x 30 x 5

Covers PIL05/13PP10
Frame PIL05/13PP11

LOT B 125 OPTIMAX
(TELECOM)

(PIL 10/13 PE25)

428 x 248 50 x 30 x 5

Covers PIL05/13PP09
Frame PIL04/13PP01

L1T B125 OPTIMAX
(TELECOM)

(PIL 04/13 PE15)

581 x 420 50 x 30 x 5

Covers PIL05/13PP08
Frame PIL04/13PP01

L1T B125 OPTIMAX
(PIL 04/13 PE14)

581 x 420 50 x 30 x 5

Covers PIL05/13PP09
Frame PIL04/13PP08

1/2 L4T B125 OPTIMAX
(TELECOM)

(PIL 04/13 PE23)

941 x 531 50 x 30 x 5

Covers PIL05/13PP08
Frame PIL04/13PP08

1/2 L4T B125 OPTIMAX
(PIL 04/13 PE22)

941 x 531 50 x 30 x 5
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BS EN 124:1994 - Gully tops & manhole tops for vehicular & pedestrian areas.

Ductile Iron Manhole Tops with Galvanised Mild Steel Frames
Class B125 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Covers PIL05/13PP09
Frame PIL04/13PP02

L2T B125 OPTIMAX
(TELECOM)

(PIL 04/13 PE17)

1163 x 420 50 x 30 x 5

Covers PIL05/13PP08
Frame PIL04/13PP02

L2T B125 OPTIMAX
(PIL 04/13 PE16)

1163 x 420 50 x 30 x 5

Covers PIL05/13PP09
Frame PIL04/13PP03

L3T B125 OPTIMAX
(TELECOM)

(PIL 04/13 PE19)

1410 x 531 50 x 30 x 5

Covers PIL05/13PP08
Frame PIL04/13PP03

L3T B125 OPTIMAX
(PIL 04/13 PE18)

1410 x 531 50 x 30 x 5

Covers PIL05/13PP09
Frame PIL04/13PP04

L4T B125 OPTIMAX
(TELECOM)

(PIL 04/13 PE21)

1879 x 531 50 x 30 x 5

Covers PIL05/13PP08
Frame PIL04/13PP04

L4T B125 OPTIMAX
(PIL 04/13 PE20)

1879 x 531 50 x 30 x 5

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=KM+596031&ReIssueDate=10%2f01%2f2022&Template=uk


 

Kitemark™ Certificate
No. KM 596031

First Issued: 2013-03-13 Effective Date: 2022-01-10
Latest Issue: 2022-01-10 Expiry Date: 2023-12-06

Page: 17 of 19
This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

BS EN 124:1994 - Gully tops & manhole tops for vehicular & pedestrian areas.

Ductile Iron Manhole Tops with Galvanised Mild Steel Frames
Class C250

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Covers PIL04/13PP05
Frame PIL04/13PP01

L1T C250 OPTIMAX
(PIL 04/13 PE01)

581 x 420 50 x 30 x 5

Covers PIL04/13PP06
Frame PIL04/13PP01

L1T C250 OPTIMAX
(TELECOM)

(PIL 04/13 PE02)

581 x 420 50 x 30 x 5

Cover PIL04/13PP05
Frame PIL04/13PP08

1/2 L4T C250 OPTIMAX
(PIL 04/13 PE09)

941 x 531 50 x 30 x 5

Cover PIL04/13PP05
Frame PIL04/13PP08

1/2 L4T C250 OPTIMAX
(TELECOM)

(PIL 04/13 PE13)

941 x 531 50 x 30 x 5

Cover PIL04/13PP05
Frame PIL04/13PP02

L2T C250 OPTIMAX
(PIL 04/13 PE03)

1163 x 420 50 x 30 x 5
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BS EN 124:1994 - Gully tops & manhole tops for vehicular & pedestrian areas.

Ductile Iron Manhole Tops with Galvanised Mild Steel Frames
Class C250 (continued)

Description Manufacturer’s code Nominal clear opening
(mm)

Nominal Frame depth
(mm)

Cover PIL04/13PP06
Frame PIL04/13PP02

L2T C250 OPTIMAX
(TELECOM)

(PIL 04/13 PE04)

1163 x 420 50 x 30 x 5

Cover  PIL04/13PP05
Frame PIL04/13PP03

L3T C250 OPTIMAX
(PIL 04/13 PE05)

1410 x 531 50 x 30 x 5

Cover  PIL04/13PP06
Frame PIL04/13PP03

L3T C250 OPTIMAX
(TELECOM)

(PIL 04/13 PE06)

1410 x 531 50 x 30 x 5

Cover PIL04/13PP05
Frame PIL04/13PP04

L4T C250 OPTIMAX
(PIL 04/13 PE07)

1879 x 531 50 x 30 x 5

Cover PIL04/13PP06
Frame PIL04/13PP04

L4T C250 OPTIMAX
(TELECOM)

(PIL 04/13 PE08)

1879 x 531 50 x 30 x 5
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Manufacturing location :

Global Castings Pvt. Ltd.
Mouza Mirzapur/ Kamnara
De&ighi, Palitpur
Dist & P.S. Burdwan
West Bengal
713 102
India 
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